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FB-PDS-EMEA-Protecsol FBX 4-21-R0 
 

Protecsol™ FBX 4-21 draining agent and dispersant 
 
Use 
Protecsol FBX 4-21 is a new generation of draining 
agent for use in, batch retorts, continuous sterilizers, 
and pasteurizers. Protecsol FBX 4-21 can be applied 
in many food and beverage processes including pet 
food plants, meat processing plants, dairies and 
vegetable processing plants. Its unique able to 
remove the water quickly generating droplet easy to 
remove with air blow. The surface will remain dry 
without any type of deposit. Protecsol FBX 4-21 is 
compatible with corrosion and scale inhibitors and 
with chain lubrication fats. Protecsol FBX 4-21 can 
be applied in soft, medium hard and very hard 
waters. Protecsol FBX 4-21 is part of our Food and 
Beverage Expert range aimed at product and asset 
integrity and protection, product quality and safety 
assurance, environmental and regulatory 
compliance, and productivity and profitability 
improvement.  
 
The product could be applied directly into the 
sterilization and pasteurization process or as a 
secondary draining agent where there are problems 
with the efficiency of mechanical dryers. 
 
Features 
 Based on unique draining agent technology. 

This provides a superior clean and shiny 
packaging (glass, PET and cans), and deposit-
free food machinery equipment. 

 Enhances corrosion inhibition by keeping 
surfaces clean and deposit-free, and by 
providing dry packaging leaving processing 
equipment. 

 Non-aggressive towards lubrication fats and 
does not cause discoloration of printing inks 
(water based or traditional). 

 Compatible with oxidizing biocides (Cl2, Br2 and 
ClO2). 

  

    
 

Feeding 
Protecsol FBX 4-21 should be continuously fed 
undiluted, directly into the system. Recommended 
dosing areas are all areas where the food containers 
leave the food processing machine. 
 
In continuous sterilizers Protecsol FBX 4-21 is 
typically continuously dosed in the cooling section 
(food containers leaving the sterilizer) of the 
machine. In batch retorts Protecsol FBX 4-21 is 
dosed during the preheat phase (after the filling) and 
during the cooling phase (just before the food 
containers leave the retort). 
 
For optimum effectiveness Solenis recommends the 
use of a Solenis dosing pumps and controllers 
(Trakset™ or OnGuard™). 
 
Dose rates are a function of the level of 
contamination, but typical dose rates vary between 
40 - 80 ppm in the system.  
 
Handling precautions 
Before use review the Safety Data Sheet for 
additional information. 
 
Packaging 
This product is available in a variety of packaging 
sizes.  Your Solenis representative will recommend 
the appropriate packaging for the application. 
 
Important Information 
Typical Properties:  Refer to the Safety Data Sheet 
(SDS). 
 
Regulatory Information:  Refer to the SDS or 
contact your sales representative for any additional 
regulatory and environmental information. 
 
Safety:  Solenis maintains an SDS for all of its 
products. Use the health and safety information 
contained in the SDS to develop appropriate product 
handling procedures to protect your employees and 
customers. 
 
Our SDS should be read and understood by all of 
your supervisory personnel and employees before 
using Solenis products in your facilities. 
 


